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BRASCO
“E” SERIES FANS

BRASCO “E” SERIES FANS

INTRODUCTION
The Brasco “E” range of integral fans are of a Backward curved Centrifugal design.
This high efﬁciency design ensures minimal energy consumption.
The Brasco “E” Series fans are strong and robust and can withstand any harsh or heavy-duty
condition.
Brasco Filtration in collaboration with Trojan fans have come up with an effective engineered
fan solution to suit our vast range of ﬁlter units.
The Brasco “E’ series fans mount directly to the clean air plenum of the dust collector,
eliminating costly transition ducting.

The fans are an economical,
dependable Backward curved
fan with a direct-drive design to
eliminate maintenance on fan
bearings and belts.
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The Brasco “E” series direct drive fans are available in sizes ranging from 0,75 kW to 7.5kW with
air volumes ranging from 1000 m3/hr to 7000 m3/hr.
MOTOR TYPES
Motor types ranging from Standard efﬁciency (W20) to High and Premium efﬁciency (W22) may
be ﬁtted where required.
Voltage options are 380 to 525 volt.
Brasco Filtration has a preference of ﬁtting WEG motors

ACOUSTIC DIFFUSER (AD)
Brasco Filtration offers the option of ﬁtting an Acoustic diffuser (AD)
All following readings were taken in normal industrial areas, i.e. semi-reverberant surroundings,
with local equipment silent.
Measurements were taken at maximum air ﬂow conditions at 1.0 metre radius from the equipment
housing and 1.6 metres above base level, using a precision sound level meter.

With acoustic
Less acoustic

E1 (0.75 kW)

E3 (1.5 kW)

E5 (2.2 kW)

E7 (3.0 kW) E10 (5.5 kW) E11 (7.5 kW)

76 dB(A)
91 dB(A)

73 dB(A)
89 dB(A)

74 dB(A)
93 dB(A)

76 dB(A)
94 dB(A)

79 dB(A)*
97 dB(A)

Note: Noise measurements of installed equipment may vary due to site conditions.
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